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Max. Input/output power(DC): 700W

15AMax. Input/output current(DC): 
99.5%Peak conversion efficiency: 
-40℃ to +85℃Operating temperature: 

IP68Ingress Protection (IP) Rating: 

80VMax. Input/output voltage(DC): 
12-80VMPPT voltage range(DC): 

CAUTION-Risk of Electric Shock Do Not Remove Cover. No User Serviceable Parts Inside. Refer Servicing to Qualified Service Personnel.

High Voltage Warning Danger Caution Hot Double Insulation Instruction

United Renewable Energy CO., Ltd. No. 7, Li-Hsin 3rd Rd.,Hsinchu Science Park, Hsinchu,30078, Taiwan
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99.5%

12-80

15

700Maximum input power

Maximum input voltage

MPPT voltage range  

Maximum input current 

Level of protection IP68

EN IEC 62109-1 : 2010 EN IEC 61000-6-2 : 2019 EN IEC 61000-6-3 : 2021

105×105×22

Weight 

Cable 

Connector MC4 Or Compatible with MC4

600

4.0mm² input 70cm output 100cm

-40  ~ + 85Operating temperature range 

United Renewable Energy CO., Ltd.

Add.: No. 7, Li-Hsin 3rd Rd.,Hsinchu Science Park, Hsinchu,30078, Taiwan

Tel.:+886-3-5780011  Fax.:+886-3-5781255  Web.: www.urecorp.com
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Product certi�cation (Standard/EMS)

Installation speci�cations dimensions mm

Peak conversion e�ciency

W

V
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Above to the content shows that our company has the final right of interpretation
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